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Lamp Dimensions
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Specification Data

 LED 21 PAR38 / DIM / P / 930 / FL 30

Ordering Guide

Ordering Information

      Input Average  Typical 
Item Ordering Wattage Base  Voltage Rated Life  Lumens CBCP  Beam  Power ENERGY 
Number Abbreviation (W) Type Replaces (VAC) (hrs L70)1  CCT3 (lm)2   (cd) CRI4 Angle  R9 Factor STAR® 

B

A

B

A

B

A

PAR20 Med BasePAR30 Med BasePAR30LN Med BasePAR38 Med Base

B

A

B

A

B

A

B

A

PAR20 GU24PAR30 GU24PAR30LN GU24PAR38 GU24

B

A
A

B

PAR16 Med Base PAR16 GU10 MR16 GU5.3

B

A



Technical Information
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 Wattage 10 CBCP (cd) 1600
 Lumens 500 Beam Angle 30

LED10PAR20/DIM/P/930/FL30

 Distance Footcandles* Diameter
 feet  feet

2

4

6

8

10

400

100

44

25

16

1.1

2.1

3.2

4.3

5.4

  *Approximate footcandle values at center of beam

 Wattage 17 CBCP (cd) 3400
 Lumens 900 Beam Angle 25

LED17PAR30LN/DIM/P/930/NFL25

 Distance Footcandles* Diameter
 feet  feet

2

4

6

8

10

850

213

94

53

34

0.9

1.8

2.7

3.5

4.4

  *Approximate footcandle values at center of beam

 Wattage 15 CBCP (cd) 1700
 Lumens 800 Beam Angle 40

LED15PAR30/DIM/P/930/FL40

 Distance Footcandles* Diameter
 feet  feet

2

4

6

8

10

425

106

47

27

17

1.5

2.9

4.4

5.8

7.3

  *Approximate footcandle values at center of beam

 Wattage 21 CBCP (cd) 3700
 Lumens 1100 Beam Angle 30

LED21PAR38/DIM/P/930/FL30

 Distance Footcandles* Diameter
 feet  feet

2

4

6

8

10

925

231

103

58

37

1.1

2.1

3.2

4.3

5.4

  *Approximate footcandle values at center of beam

Energy Savings

        LED Life vs. 
 Basic Product LED Similar Halogen Watts Energy  Halogen 
   Description Life (hrs.) Halogen Life (hrs.) Saved Savings* Life

 Wattage 17 CBCP (cd) 1600
 Lumens 970 Beam Angle 40

LED17PAR30LN/DIM/930/FL40

 Distance Footcandles* Diameter
 feet  feet

2

4

6

8

10

400

100

44

25

16

1.5

2.9

4.4

5.8

7.3

  *Approximate footcandle values at center of beam
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 Wattage 20 CBCP (cd) 18000
 Lumens 1050 Beam Angle 12

LED20PAR38/DIM/930/WSP12

 Distance Footcandles* Diameter
 feet  feet

2

4

6

8

10

4500

1125

500

281

180

0.4

0.8

1.3

1.7

2.1

  *Approximate footcandle values at center of beam
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 Wattage 8 CBCP (cd) 950
 Lumens 390 Beam Angle 36

LED8PAR16/DIM/930/FL36

 Distance Footcandles* Diameter
 feet  feet

2

4

6

8

10

238

59

26

15

10

1.5

2.6

3.9

5.2

6.5

  *Approximate footcandle values at center of beam
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 Wattage 7 CBCP (cd) 1000
 Lumens 400 Beam Angle 36

LED7MR16/DIM/930/FL36

 Distance Footcandles* Diameter
 feet  feet

2

4

6

8

10

250

63

28

16

10

1.3

2.6

3.9

5.2

6.5

  *Approximate footcandle values at center of beam
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Life (hrs.) 

Lumens 
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Sample Specification

United States
OSRAM SYLVANIA  

Trade

National Accounts

OEM/Special Markets

Retail

SYLVANIA Lighting Services

Display/Optic

Canada 
OSRAM SYLVANIA LTD.

Trade 

OEM/Special Markets/Display/Optic

Retail

SYLVANIA Lighting Services

Mexico
OSRAM MEXICO

ENCELIUM® Products
United States

Canada


