
MOL MOL

  Triple Tube 2-Pin Base (5)

 18 3000199 CF18T/827 100 0.220 1200 1080 2700 123 4.8 GX24d-2

 18 3000201 CF18T/835 100 0.220 1200 1080 3500 123 4.8 GX24d-2

 18 3000200 CF18T/841 100 0.220 1200 1080 4100 123 4.8 GX24d-2

 26 3000203 CF26T/827 105 0.325 1800 1620 2700 138 5.4 GX24d-3

 26 3000205 CF26T/835 105 0.325 1800 1620 3500 138 5.4 GX24d-3

 26 3000204 CF26T/841 105 0.325 1800 1620 4100 138 5.4 GX24d-3

  Triple Tube 4-Pin Base for Electronic Ballasts (6)––Dimmable

 13 3000207 CF13TE/827 91 0.175 900 810 2700 108 4.4 GX24q-1

 13 3000209 CF13TE/835 91 0.175 900 810 3500 108 4.4 GX24q-1

 13 3000208 CF13TE/841 91 0.175 900 810 4100 108 4.4 GX24q-1

 18 3000211 CF18TE/827 100 0.220 1200 1080 2700 116 4.6 GX24q-2

 18 3000255 CF18TE/830 100 0.220 1200 1080 3000 116 4.6 GX24q-2

 18 3000213 CF18TE/835 100 0.220 1200 1080 3500 116 4.6 GX24q-2  

 18 3000212 CF18TE/841 100 0.220 1200 1080 4100 116 4.6 GX24q-2  

 18 3000214 CF18TE/865 100 0.220 1140 1025 6500 116 4.6 GX24q-2

 26 3000215 CF26TE/827 105 0.325 1800 1620 2700 131 5.2 GX24q-3  

 26 3000254 CF26TE/830 105 0.325 1800 1620 3000 131 5.2 GX24q-3

 26 3000217 CF26TE/835 105 0.325 1800 1620 3500 131 5.2 GX24q-3

 26 3000216 CF26TE/841 105 0.325 1800 1620 4100 131 5.2 GX24q-3

 26 3000218 CF26TE/865 105 0.325 1710 1540 6500 131 5.2 GX24q-3

 32 3000219 CF32TE/827 100 0.320 2400 2160 2700 147 5.8 GX24q-3

 32 3000252 CF32TE/830 100 0.320 2400 2160 3000 147 5.8 GX24q-3

 32 3000221 CF32TE/835 100 0.320 2400 2160 3500 147 5.8 GX24q-3

 32 3000220 CF32TE/841 100 0.320 2400 2160 4100 147 5.8 GX24q-3

 32 3000222 CF32TE/865 100 0.320 2280 2052 6500 147 5.8 GX24q-3

 42 3000223 CF42TE/827 135 0.320 3200 2880 2700 168 6.7 GX24q-4

 42 3000253 CF42TE/830 135 0.320 3200 2800 3000 168 6.7 CX24q-4

 42 3000225 CF42TE/835 135 0.320 3200 2880 3500 168 6.7 GX24q-4

 42 3000224 CF42TE/841 135 0.320 3200 2880 4100 168 6.7 GX24q-4

 42 3000226 CF42TE/865 135 0.320 3040 2740 6500 168 6.7 GX24q-4
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